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BRICK-PILING MAIL
Canada Post has made every reasonable effort to ensure the information provided in this Guide is accurate at the 
time of publication. For further details, Customers should refer to their Agreement and other sources. See section 
1.3 “Information Sources” on page 3 for other information sources.

1 OVERVIEW

1.1 Who Should Use This Guide
This Guide is for Canada Post Customers to explain what they need to do to “brick pile” mail for deposit for the 
following services:

• Addressed Admail

• Catalogue Mail 

• Publications Mail

• Incentive Lettermail – for this service, only Oversize (O/S) annual/financial reports may be Brick-piled

• Unaddressed Admail – can only be directed to an Urban Delivery Facility or a Rural Delivery Facility 
(NPS Level 1), whether the mail items are O/S or Short and Long (S/L)

1.1.1 WHAT IS BRICK-PILING?
Brick-piling is a process for securing Oversize (O/S) mail (and for Unaddressed Admail only, for Short and Long (S/
L) mail as well) onto a wooden pallet (as shown in Figure 1) or in a monotainer (as shown in Figure 2). The pallets 
or monotainers are used to transport, as a single unit, presorted or Machineable Mail from the mailer’s plant to 
Canada Post processing facilities.

Figure 1: Pallet Showing Brick-piling
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1.2 Requirements for Brick-piling
Before the Customer brick piles mail, the mail items must meet any requirements specified in the Agreement with 
Canada Post, as well as the appropriate service requirements and mail preparation option, such as reliability read 
rate, size and weight. Consult the appropriate Customer Guide (see section 1.3 “Information Sources” on 
page 3). 

The Customer must supply the wooden pallets, which must meet Canada Post specifications (as shown in 
Table 1). The Customer can obtain monotainers from Canada Post; during peak periods (such as Christmas), 
however, the necessary number of monotainers may not be available.

Table 1: Pallet and Monotainer Specifications

NOTE : If the mail items are heavy, the weight of the load determines what is a complete pallet or monotainer: 
the mail and container together cannot weigh more than 900 kg.

Figure 2: Monotainer Showing Brick-piling

CATEGORY PALLET MONOTAINER

Length 1.22 m 1.322 m

Width 1.02 m 1.067 m

Height 1.5 m 1.115 m

Maximum weight 
(including mail and 
container)

900 kg 900 kg (monotainer is 97 kg)

Requirements • minimum load height: 500 mm (not 
including the height of the pallet) 
Maximum load height: 1.5 m 
(including height of the pallet - base 
and cap)

• stretch-wrapping required three 
times around the pallet as well as the 
pallet load

• must allow four-way entry by a 
Canada Post forklift and two-way 
entry by a Canada Post pallet jack

• minimum load height: presorted mail 
must fill at least 50% of the height of 
the monotainer for mail destined 
within the province of deposit and 
75% of the height for mail destined 
outside the province of deposit

• maximum load height: contents may 
be piled up to 25 mm below the top 
of the monotainer
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1.3 Information Sources
This Mail Preparation and Presortation Guide forms part of the Agreement noting that the Canada Postal Act and 
Regulations takes precedence, then the Customer’s Agreement, then the Customer Guide, then the Canada 
Postal Guide.

Table 2: Quick Reference Chart 

2 WHAT YOU NEED TO KNOW BEFORE YOU START

2.1 Steps for Brick-piling Pallets
Complete the following steps:

1. Prepare the Bundles (Step 1) – The Customer is responsible for ensuring the content of the bundles have 
already been sorted according to the appropriate service requirements and mail preparation option.

2. Place the Bundles on the Pallet or Monotainer (Step 2) – Cardboard liners help to stabilize the loads.

3. Secure the Pallet and, If Possible, Double-stack Pallets or Monotainers (Step 3) – Canada Post may 
refuse deposit of improperly secured pallets.

4. Label the Brick-piled Pallet or Monotainer (Step 4) – Correct labelling ensures that mail items is directed 
to the appropriate work centre within a Canada Post facility and/or to a downstream plant.

5. Deposit the Mailing (Step 5) – The Customer needs to deposit the mail at an approved site and bring 
properly completed documentation.

INFORMATION SOURCES WEB ADDRESSES

Address Accuracy Program 
Customer Guide

www.canadapost.ca/am

Addressed Admail support documents www.canadapost.ca/aasupportdocuments

Artwork for postal indicia and  
container labels

www.canadapost.ca/postalservices

Catalogue Mail support documents www.canadapost.ca/catsupportdocuments

Canada Post Act and Regulations laws.justice.gc.ca/en/C-10/index.html

Canada Postal Guide www.canadapost.ca/postalguide

Canadian Postal Standards www.canadapost.ca/postalstandards

Customer Guide (including all 
amendments)

www.canadapost.ca/customer_guides

Glossary of Canada Post terms www.canadapost.ca/postalservices

Incentive Lettermail support documents www.canadapost.ca/ilmsupportdocuments

Mail Preparation and Presortation Guides www.canadapost.ca/mailpreparation

Publications Mail support documents www.canadapost.ca/pmsupportdocuments

Unaddressed Admail support documents  www.canadapost.ca/uasupportdocuments
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3 PREPARE THE BUNDLES (STEP 1)
Prepare bundles to Canada Post specifications. See Table 3 for more information.

Table 3: Mail Bundle Specifications

4 PLACE THE BUNDLES ON THE PALLET OR 
MONOTAINER (STEP 2)

4.1 Preparing Pallets and Monotainers
Place a pallet right side up and line the bottom of the pallet with a suitable cardboard liner (as shown in Figure 3) 
to cover the holes.

CATEGORY SPECIFICATIONS

Presorted Mail with Spines • all spines are faced in the same direction

• each bundle is shrink-wrapped or double-strapped

• the height of each bundle cannot exceed:

200 mm (8 inches) for O/S mail

100 mm (4 inches) for S/L mail

Other Presorted Mail • each bundle is shrink-wrapped or double-strapped

• the height of each bundle cannot exceed:

200 mm (8 inches) for O/S mail

100 mm (4 inches) for S/L mail

Machineable Mail • each bundle is loosely piled and cannot be strapped

• the height of each bundle cannot exceed:

200 mm (8 inches) for O/S mail

100 mm (4 inches) for S/L mail

Figure 3: Pallet Showing Bottom Lined with a Cardboard Liner

cardboard liner
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4.2 Building Rows
• in the first row, place bundles of mail lengthwise along the length of the pallet or monotainer. In the second 

row, place bundles of mail lengthwise along the width of the container (as shown in Figure 4). Continue 
alternating the direction of the bundles in each row to ensure that the bundles maintain an even surface and 
to ensure the load remains stable during handling

• keep adding rows of bundles until they reach at least 500 mm (not including the pallet base)

• pallets with loads that exceed 500 mm in height must have a cardboard liner at the halfway mark (as shown 
in Figure 4) to prevent load separation when the pallet is transported. If a load is only 500 mm, it should be 
stable enough that a halfway liner is not necessary. When the Customer uses a cardboard liner, face the 
bundles above and below the cardboard liner the same way (as shown in Figure 4) instead of opposite 
length-/width-wise

• to ensure a stable load for all Brick-piled Machineable Mail (which cannot be strapped or shrink-wrapped), a 
cardboard liner is required for each new row 

• to ensure a stable load for mail with spines, a cardboard liner is required for each new row, whether the 
Customer is using pallets or monotainers. Alternate the facing of spines for each row (as shown in Figure 5); 
that is, turn the books 180 degrees instead of 90 degrees as with other types of mail

• when using a monotainer for presorted mail, place a cardboard liner on the bottom and between each row

• keep adding rows until they reach the maximum height or the maximum weight, whichever comes first. For a 
pallet load, the maximum height including base and pallet cap (as shown in Figure 6) is 1.5 m. A pallet cap 
should be made of wood, but sturdy paper or cardboard are also acceptable. 

Figure 4: Pallet Showing Placement of Cardboard Liner and Bundles

Figure 5: Alternating the Facing of Spines for Each Row

3rd row

2nd row

1st row

cardboard liner

Alternate the facing
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5 SECURE THE PALLET AND, IF POSSIBLE, DOUBLE-
STACK PALLETS OR MONOTAINERS (STEP 3)

5.1 Secure the Pallet
The design of monotainers makes it unnecessary to further secure the contents if the Customer has brick piled 
them properly.

• cover completed pallets by placing a pallet cap on top of the load (as shown in Figure 6) 

• apply three layers of stretch wrap around both the pallet cap and bottom pallet (as shown in Figure 7) to 
ensure that both are firmly secured by the stretch wrap and to prevent any movement of the mail bundles on 
the pallets.

When the mail items are irregularly shaped or have a glossy finish and may slide around, the Customer must also 
apply four cross straps encompassing both the pallet cap and bottom (as shown in Figure 7).

NOTE 1: The four cross straps are optional, but highly recommended for additional security of the load.

2: Canada Post may refuse improperly secured pallets.

Figure 6: Capped Pallet

Figure 7: Stretch-wrapping Applied Three Times around the Pallet, the Pallet Cap and the Base

pallet cap

stretch
wrap

cross straps
Page 6 July 13, 2006



Mail Preparation and Presortation Guide – Brick Piling
5.2 Double-stacking Pallets
Once a pallet load has been secured, the Customer may double-stack it with another secured pallet load and 
then strap the two pallets together (as shown in Figure 8). Double-stacking loads during storage and 
transportation uses warehouse space more efficiently. For example, where there are two pallets – one going to 
Vanier Station and one going to Merivale depot – these two pallets may be strapped together and identified to 
Ottawa (City Consolidation). These two pallets strapped together still must not exceed the 900 kg weight 
limitation and/or the 1.5 m height limitation.

Figure 8: Double-stacked Pallets

double
stacked
pallet
July 13, 2006 Page 7



Mail Preparation and Presortation Guide – Brick Piling
5.3 Double-stacking Monotainers
Monotainers are designed to be double-stacked. Unlike double-stacked pallets, double-stacked monotainers 
each must not exceed the 900 kg weight, so their combined weight can reach 1800 kg. Double-stacking loads 
during storage and transportation uses warehouse space more efficiently. For example, where there are two 
monotainers – one going to Vanier Station and one going to Merivale depot – these two monotainers may be 
double-stacked and identified to Ottawa (City Consolidation).

6 LABEL THE BRICK-PILED PALLET OR MONOTAINER 
(STEP 4)

Labelling all of the presorted pallets or monotainers ensures that mail is directed to the appropriate work centre 
within a CPC facility and/or to a downstream plant.

Each label must be 216 mm x 279 mm (8.5” x 11”), be white with black lettering and must include the following 
information (as shown in Figure 10): 

• Service Name (e.g., Catalogue Mail)

• Service Option (e.g., NDG) (if applicable)

• National Presortation Schematic (NPS) routing information: 

facility postal code (e.g., K7L 1X0)

facility name (e.g., Kingston)

province abbreviation (e.g., ON)

routing designation (e.g., STN MAIN)

The font size should be large enough to fill the entire label, with the routing information visibly predominant in 
bold type (as shown in Figure 10). 

Figure 9: Double-stacked Monotainers
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Attach two labels to two sides of each pallet or monotainer (as shown in Figure 11).

Figure 10: Pallet or Monotainer Label

Figure 11: Labels Attached to Two Sides of a Pallet or Monotainer

Service
Name

Service
Option

Facility Name

Routing 
Designation

279 mm
(11")
width

mm

h

 CATALOGUE MAIL
NDG

K7L  1X0
KINGSTON ON

STN MAIN

mple Label

Facility 
Postal Code
Province 
Abbreviation

CATALOGUE MAIL

NDG

K7L 1X0

KINGSTON ON

STN MAIN

labels
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7 DEPOSIT THE MAILING (STEP 5)
Only certain types of Canada Post facilities can accept deposits for specific types of services that have been brick 
piled. See Table 4 for more information.

Table 4: Facilities That Accept Brick-piling

With approval = only with prior Canada Post approval, per deposit, based on density

NPS = National Presortation Schematic

DCF = Distribution Centre Facility

FCP = Forward Consolidation Point

CATEGORY NPS LEVEL 1
(DELIVERY 
FACILITY)

NPS
LEVEL 2
(CITY)

NPS
LEVEL 3
(DCF)

NPS
LEVEL 4
(FCP)

RESIDUE MECHANIZED 
PLANT

Incentive Lettermail

Machineable O/S N/A N/A N/A N/A N/A YES

Addressed Admail

Letter Carrier 
Presort (LCP)

O/S YES YES With 
approval

With 
approval

With 
approval

N/A

National 
Distribution 
Guide (NDG) 
Presort

O/S YES YES With 
approval

With 
approval

With 
approval

N/A

Machineable O/S N/A N/A N/A N/A N/A YES

Catalogue 
Mail

O/S YES YES With 
approval

With 
approval

With 
approval

N/A

Publications Mail

Letter Carrier 
Presort (LCP)

O/S YES YES With 
approval

With 
approval

With 
approval

N/A

NDG Presort O/S YES YES With 
approval

With 
approval

With 
approval

N/A

Machineable O/S N/A N/A N/A N/A N/A YES

Unaddressed 
Admail

O/S & 
S/L

YES NO NO NO NO NO
Page 10 July 13, 2006


	BrickPiling-e.pdf
	Table of Contents
	Brick-piling Mail
	1 Overview
	1.1 Who Should Use This Guide
	1.1.1 What is Brick-piling?

	1.2 Requirements for Brick-piling
	1.3 Information Sources

	2 What You Need to Know Before You Start
	2.1 Steps for Brick-piling Pallets

	3 Prepare the Bundles (Step 1)
	4 Place the Bundles on the Pallet or Monotainer (Step 2)
	4.1 Preparing Pallets and Monotainers
	4.2 Building Rows

	5 Secure the Pallet and, If Possible, Double- stack Pallets or Monotainers (Step 3)
	5.1 Secure the Pallet
	5.2 Double-stacking Pallets
	5.3 Double-stacking Monotainers

	6 Label the Brick-piled Pallet or Monotainer (Step 4)
	7 Deposit the Mailing (Step 5)




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


